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CaHIGH TIP BUCKET

CUCHARON ALTO VOLTEO

mods. CA LH/MM/HL 1550 • 1700 • 1850 • 2000

PowerAttachments®

APLICACIONES APPLICATIONS
Cucharón para aumentar la altura de descarga entre 
800mm y 1200mm, y poder cargar material en camio-
nes, dúmpers y contenedores en los cuales es imposi-
ble alcanzar con la altura de descarga de série.

Bucket designed for increases the dump height between 
800mm and 1200mm, to be able to load material into 
trucks, dump trucks and containers in which it is impos-
sible to achieve with the standard dump height. 

CARACTERÍSTICAS TÉCNICAS FEATURES
Fácil de adaptar a minicargadoras, midicargadoras, 
retrocargadoras, teléscopicas,vehículos multiusos..., 
disponible en tres versiones por ancho de cuchara, 
cuchilla antidesgaste, cilindros protegidos, enganche y 
tomas hidráulicas para la máquina portante.

Easy adapt to skid steer loaders, midiloaders, backhoe 
loaders, telehandlers, multipurpose vehicles ...,three 
versions available for bucket wide, antiwear blade, cylin-
der protection, attach and hydraulic hoses for the carrier 
machine.

 MODELO
(referencia)

ANCHO
(mm)

CAPACIDAD 
(lts)

PESO
(kg) CAPACIDAD DENSIDAD

CA - 1550LH 1550 320 145

LH 
1800 kg x m³

Baja / Low Alta / High
CA - 1550MM 1550 440 152

CA - 1550HL 1550 520 180

CA - 1700LH 1700 450 189

CA - 1700MM 1700 530 202

MM
 1000 kg x m³

Media / Medium Media / Medium
CA - 1700HL 1700 750 256

CA - 1850LH 1850 560 230

CA - 1850MM 1850 780 322

CA - 1850HL 1850 1060 342

HL
400 kg x m³

Alta / High Baja / Low
CA - 2000LH 2000 660 325

CA - 2000MM 2000 1000 349

CA - 2000HL 2000 1240 399
MODEL

(reference)
WIDTH
(mm)

CAPACITY
(lts)

WEIGHT
(kg) CAPACITY DENSITY
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